STRING LIGHTS

CONTRACTOR NAME:
MANUFACTURING SOURCE COMPANY:
PART NUMBER OR NSN:
SPECIFICATIONS AS APPLICABLE:
BULB TYPE:

EMI PROTECTED LIGHT:

POWER CONSUMPTION (WATTS):

ILLUMINATION (UNFILTERED) FC @ 18":

ILLUMINATION (BLACKOUT) FC @ 35":
LENGTH OF LIGHT (INCHES):

LENGTH INCLUDING CORD (INCHES):
WEIGHT (UNPACKAGED) (LB):
COMPLIANT TO MIL-PRF-44259E:

STRINGABLE TOTAL AMOUNT TO A
SINGLE LINE:

SPECIAL/ADDITIONAL FEATURES:

iy Contract Holder

Contract # GS-07F-5874P

Celina Tent, Inc.
Celina Tent, Inc.

10308

LED Standard/Incandescent optional
N/A

150 Watts

10x-10

30 fc

7 Inches

1,200 inches (100 Feet)

111lb

N/A

Two strings or 1500 Watts

Cord type: 14/2 SJTW cord, 300V
Number of cages: 10

Design: snap lock plastic cage

The unit has thick cages (10) to help protect lights from being hit
Temporary construction lighting, tent lighting, hospital and medical lighting
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